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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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Indian Standard 

RECOMMENDATION ON 
TRACK WIDTH OF AGRICULTURAL TRACTORS 



1. Scope — This standard covers recommended track width for general purpose agricultural tractors. 

2. Terminology — For the purpose of this standard the following definitions shall apply. 

2.1 Agricultural Tractor^ A self-propelled wheeled vehicle having two axles, or a track-laying or 
semi-track-laying machine, more particularly designed to pull, push, carry and operate implements and 
machines used for agricultural work ( including forestry work ). 

2.2 Track of Track-Laying Tractor — The distance between the median planes of the track plates. 

Note — The median plane of the wheel or track assembly is equidistant from the two planes containing the 
periphery of the rims or the track platest respectively at their outer edges. 

2.3 Trackof Wheeled Tractor — The distance at the ground level between the median planes of the 
wheels on the same axle of the tractor when stationary and with the wheels in position for travelling in 
a straight line. The track may thus be defined both for front and rear wheels. In case of twin wheels, the 
track shall be taken as the distance between the two planes, each being the median plane of the pairs 
of wheels. 

3. Track Width — The preferred irack width In. nf>i?i, for wheeled tractors based on rear wheels, are 
as follows: 

750 ±25 

1 250 ± 25 

1 325 ± 25 

1 450 ± 25 

Note — It is not envisaged that the tractors for all machines will be capable of being set to all the four 
widths. 



EXPLANATORY NOTE 

In the preparation of this standard, assistance has been taken from ISO 4004-1983 'Agricultural 
tractors and machinery-track width', issued by the International Organization for Standardization. 
Changes in values have been made to cover the tractors produed in the country. 
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